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Subject: The sailplane LAK-17B FES mini preparation to comply with the applicable Type
Certification Basis and environmental protection requirements when operated within
conditions and limitations specified on the TCDS No. EASA.A.083, issue 07, date
of issue 04 January 2021.

Applicability: LAK-17B FES mini
TCDS No. EASA.A.083, issue 07, date of issue 04 January 2021.
Serial numbers: SN001, SN002, SN004 - SN037.

Urgency: This bulletin must be accomplished before transfer to the Certificate of
Airworthiness.

Reason: This bulletin is issued in order to ensure conformity of the sailplane
LAK-17B FES mini with all the conditions and limitations identified in the TCDS
No. EASA.A.083, issue 07, date of issue 04 January 2021.

Actions: 1. Replace the preliminary Flight Manual for the sailplane LAK-17B FES mini to
the Flight Manual for the sailplane LAK-17B FES mini, latest issue (Issue 2,
Revision 0);

2. Replace the preliminary Maintenance Manual for the sailplane LAK-17B FES
mini to the Maintenance Manual for the sailplane LAK-17B FES mini, latest
issue (Issue 2, Revision 0);

3. Check the airspeed indicator markings according the latest revision of LAK-17B
FES mini Flight manual (section 2.3). If any discrepancies are found inform the
sailplane manufacturer;

4. Insulate the shunt assembly (see Instruction 1);

5. In case the glider has a winch-launch hook installed, close the left and right gaps
between the main landing gear wheel and dampers (see Instruction 2);

6. Change the fire warning system detector cable connections and mounting (see
Instruction 3);

7. Perform modification of the seat adjustment system (see Instruction 4);

8. Check the tow release grip threadlocking (see Instruction 5);
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Actions:
(continued)

9. Remove the “Permit to Fly” sticker and change the engine cooling handle sticker
(see Instruction 6);

10. Change the fixation of the handle of spring type mechanism for canopy jettisoning
(see Instruction 7);

11. Install additional pushrod guides on both sides of the canopy (see Instruction 8).

Material and
Drawings:

• Flight Manual for the sailplane LAK-17BFESmini, latest issue (Issue 2,
Revision 0);

• Maintenance Manual for the sailplane LAK-17BFESmini, latest issue (Issue 2,
Revision 0);

• Modification kit.

The manuals should be downloaded from the manufacturer’s website
http://www.lak.lt.

The modification kit must be ordered directly from the manufacturer – UAB
“Sportine aviacija ir Ko”, Pociunai, LT-59327, Prienai, Lithuania.

Weight and
Balance:

Accomplishment of this bulletin does not affect the C.G. of the sailplane. A new
weight and C.G. determination is not necessary.

Release to
Service:

The accomplishment of all the actions must be examined and certified in the aircraft
inspection documents by a licensed aviation inspector.

Approval: The technical information contained in this Service Bulletin has been approved by
EASA.

2021-03-03 Pociūnai, Prienai, Lithuania
JSC “Sportinė aviacija ir KO”

Chief Designer /K. Juočas

http://www.lak.lt


Service bulletin
Doc. No. 017BFESmini.21.001

Revision 0.2

Date: 2021-03-03

“SA ir Ko” EASA.AP160 Modifications for airworthiness certification Page 3 of 17

Instruction 1: Shunt assembly insulation:

1. Drill four holes �3 (for the rivets) and two holes �4.2 (for the screws) through
the main landing gear box wall;

2. Rivet two anchor nuts to the inside wall of the main landing gear box;

3. Attach the cover.

Cover
LAK-17B FES 79 00 00 06

(continued on the next page)
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Instruction 1:
(continued)

Shunt assembly insulation.

12

60

13 16 * 4,2
3 A

A

Rivet DIN 7337B-3x6

Screw DIN 7985-4.8Znp M4x10
Washer DIN 9021-A4.3Znp

A - A
Nut 4-Znp OST 1 33071-80

PARTS LIST

ITEM NO. DESCRIPTION QTY

A4-01 Cover LAK-17B FES 79 00 00 06 1

A4-02 DIN 7337B-3 x 6 Rivet 4

A4-03 DIN 7985-4.8 Znp M4 x 10 Screw 2

A4-04 DIN 9021-A4.3 Znp Washer 2

A4-05 4-Znp OST 1 33071-80 Anchor Nut 2
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Instruction 2: Closing the left and right gaps between the wheel and dampers:

1. Remove the wheel. Do not disconnect the brake line, just cut the zip tie;

2. Hold the plate in place against the landing gear stand and mark the plate hole
locations on the stand. The maximum allowed gap between the horizontal tube
and the top of the plate is 1 mm;

3. Drill six �3 mm holes into the landing gear stand;

4. Rivet the plate to the stand using DIN 7337A-3x6 rivets. Use the primer
UNDER 395 ;

5. Mount the wheel and lock the axle fasteners, zip tie the brake line to the landing
gear stand.

max 1 mm

Zip tied brake line

Plate
LAK-13.5M 41 00 00 10

Rivet DIN 7337A-3x6

(continued on the next page)
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Instruction 2:
(continued)

PARTS LIST

ITEM NO. DESCRIPTION QTY

A5-01 Plate LAK-13.5M 41 00 00 10 1

A5-02 DIN 7337A-3 x 6 Rivet 6
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Instruction 3: Check the fire warning system signal cable mounting supports, they must be riveted
to the battery compartment walls. If not, replace the cable supports with the new
one – “ESSENTRA COMPONENTS” WHC-125-01 supports, by using the DIN
7337A – 2.4x8 rivets and DIN 9021 – 2.7 washers (see the illustration below).

Also the two screw terminals used for the signal cable connection must be replaced
by the butt connectors (4 units) suitable for 0.5 – 1.5 mm2 cross section wire (see
the illustration below). The connectors must be crimped with the appropriate pliers.

Signal cable installation:

(continued on the next page)
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Instruction 3:
(continued)

Cable mounting supports installation:

Example of butt connector:

PARTS LIST

ITEM NO. DESCRIPTION QTY

A6-01 WHC-125-01 Cable mounting support 7

A6-02 DIN 7337A-2.4 x 8 Rivet 7

A6-03 DIN 9021-2.7 Washer 7

A6-04 16-22 AWG Insulated Crimp-On Butt Connector 4
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JSC “Sportinė aviacija ir KO”

Chief Designer /K. Juočas
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Instruction 4: Cable guide installation:

1. Unhook the cable from the seat adjustment handle;

2. Remove the middle and the bottom screw from the rear rods support;

3. Pull the cable through the guide;

4. Attach the guide to the rods support using the same screws;

5. Pull the cable through the handle and reattach the holder.

Cable

Cable guide
LAK-17 70 02 00 20 SB-R

Screw DIN 7985-A2 M4x12

Screw DIN 7985-A2 M4x25

Seat adjustment handle

Holder

(continued on the next page)
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JSC “Sportinė aviacija ir KO”

Chief Designer /K. Juočas
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Instruction 4:
(continued)

Modification of the seatback adjustment handle:

1. Cut the handle to the length of 10 mm as shown in figure below;

2. Attach the supplied knob handle (pos. 1) using cyanoacrylate glue.

(continued on the next page)
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Instruction 4:
(continued)

Seatback support plates installation:

1. Glue-in the VELCRO tape into the seatback slots (pos. 3) on both sides of the
cockpit;

2. Attach the support plates (pos. 2).

PARTS LIST

ITEM NO. DESCRIPTION QTY

A7-01 Cable guide LAK 17 70 02 00 20 SB-R 1

A7-02 DIN 7985-A2 M4 x 12 Screw 1

A7-03 DIN 7985-A2 M4 x 25 Screw 1

A7-04 3D-printed Knob handle 1

A7-05 3D-printed Support plate w/ VELCRO tape (left + right) 1+1
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Instruction 5: Locking of the tow release grip:

1. Check the tow release grip threadlocking;

2. In case the handle is loose, apply the threadlocking adhesive LOCTITE 243.

Tow release grip

Threadlocker LOCTITE 243
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Service bulletin
Doc. No. 017BFESmini.21.001

Revision 0.2

Date: 2021-03-03

“SA ir Ko” EASA.AP160 Modifications for airworthiness certification Page 13 of 17

Instruction 6: 1. Remove the “Permit to Fly” sticker (see below). By default, it should be
attached on the right board;

2. Replace the ventilation control handle sticker with the new one (see below).

Previous version New version

PARTS LIST

ITEM NO. DESCRIPTION QTY

A9-01 Engine cooling handle sticker 1
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Instruction 7: Spring type mechanism modification:

1. Replace the original pin with DIN 11024D (d1 = 4mm) spring cotter pin
(pos. 1);

2. Remove the handle (pos. 3);

3. Add DIN 9021 6.4-Znp washer (pos. 2) and reattach the handle (pos. 3). Use
LOCTITE 243 for thread locking.

Warning: Install the pin (pos. 1) before removing the handle (pos. 3).

1

2

3

(continued on the next page)
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Instruction 7:
(continued)

PARTS LIST

ITEM NO. DESCRIPTION QTY

A10-01 DIN 11024 D (d1 = 4 mm) Spring cotter pin 1

A10-02 DIN 9021 6.4-Znp Washer 1
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Instruction 8: Pushrod guides installation:

1. Unscrew the pushrods (pos. 1) from the locking handles (pos. 2);

2. Remove the handles (pos. 3);

3. Glue the guides (pos. 5, P/N LAK-13.5M02 99 99 01) under the handles (pos. 3)
using MD-POX two-component epoxy resin adhesive on the bottom surface of
each guide (pos. 5) and reattach the original screws (pos. 4);

4. Pull the pushrods (pos. 1) through all the guides and reattach the locking handles
(pos. 2).

4
5

1
2

3

(continued on the next page)
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JSC “Sportinė aviacija ir KO”

Chief Designer /K. Juočas
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Instruction 8:
(continued)

PARTS LIST

ITEM NO. DESCRIPTION QTY

A11-01 Guide LAK-13.5M 02 99 99 01 2

— MD-POX two-component epoxy resin adhesive —
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